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1 Framework 
10-gauge thick laser-cut, galvanized, CNC-formed metal framework,  
Meets ASTM specification A653/A1011,   
Powdercoat paint finish  

 
2 Surfacing 

12-gauge thick laser-cut, galvanized, metal substrate,  
Meets ASTM specification A653/A1011,  
Powdercoat paint finish,  

9       
10 0.250 thick CNC-machined phenolic composite riding surface 
 
3 Support 

7-gauge thick laser-cut, galvanized, metal support rib,  
Meets ASTM specification A653/A1011,  
Powdercoat paint finish, 

 
4 Enclosures 
 13-gauge thick laser-cut, galvanized, metal enclosure panels,  

Powdercoat paint finish (perforated panels optional at no charge) 
Meets ASTM specification A653/A1011, 

 
5 Approach Plate 

10-gauge thick laser-cut sheet metal approach plate,  
Meets ASTM specification A653/A924,  
G90 galvanized finish. 

 
6 Coping 

0.250 thick laser-cut, CNC-formed sheet metal Uni-Form coping,  
Meets ASTM specification A568/A1011,  
Hot-dipped galvanized finish, 
Meets ASTM specification A123. 

 
7 Platform Guards 

Vertical-baluster platform guards, 
Meets ASTM specification A568/A1011 for sheet metal components, 
Meets ASTM specification A500 GRB for tubing and pipe 
components, 
Hot-dipped galvanized or powdercoat finish, 
Meets ASTM specification A123. 

 
8 Strapping 
 0.250 thick laser-cut sheet metal strapping 

Meets ASTM specification A568/A1011 
4” minimum width in grinding areas 
Hot-dipped galvanized finish 
Meets ASTM specification A123. 
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0.500 thick CNC-machined high-density polyethylene substrate
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MATERIALS SPECIFICATION

1. FRAMEWORK
3.2mm thick laser-cut mild steel HDG 530 plus 
Powdercoat finish

2. SUBSTRATE A
2.6mm thick laser-cut sheet metal HDG 460 plus 
Powdercoat finish

3. SUPPORT
4.5mm thick laser-cut mild steel HDG 530 plus 
Powdercoat finish

4. ENCLOSURES
2.3mm thick laser-cut sheet metal HDG 460 plus 
Powdercoat finish

5. APPROACH PLATE 
3.2mm thick laser-cut sheet metal HDG 650

6. COPING 
6.35mm thick laser-cut sheet metal HDG 530

7. PLATFORM GUARDS
50NB / 60.3mm OD Circular Hollow Section (CHS)
HDG 530

8. STRAPPING 
6.35mm thick laser-cut sheet metal HDG 530

9. SUBSTRATE B
12.7mm thick CNC machined high-density 
Polyethylene

10. RIDING SURFACE
6.35mm thick CNC machined high-density Phenolic.

3
6

58

8534

+914 / 3' +914 / 3'

SK01_ SKATE HALF PIPE_ 3'


	SK04 [HALF PIPE-3']
	1/SK01


